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Preface

Preface

About This Manual

This manual is written for system integrators, IT technicians and knowledgeable end users. It
provides information for the installation and use of the C9X299-PGF-L/-RPGF-L motherboard.

About This Motherboard

The C9X299-PGF-L/-RPGF-L motherboard supports a single Intel® Core™ X-series
processor family in an LGA2066 R4 socket. With the Intel X299 chipset built in, the
C9X299-PGF-L/-RPGF-L motherboard offers substantial system performance and storage
capability for overclocking platforms in a sleek package. For processor/memory updates,
please refer to our website at http://www.supermicro.com/products/.

% Note: The number of supported PCle lanes is subject to change depending on the
processor SKU.

Conventions Used in the Manual

Special attention should be given to the following symbols for proper installation and to prevent
damage done to the components or injury to yourself:

Warning! Indicates important information given to prevent equipment/property damage
or personal injury.

/\ Warning! Indicates high voltage may be encountered while performing a procedure.

>

safety precautions.

Note: Additional Information given to differentiate various models or to provide information

@ Important: Important information given to ensure proper system installation or to relay
\ for proper system setup.



















Chapter 1: Introduction

Figure 1-1. C9X299-PGF-L Motherboard Image
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Differences between C9X299-PGF-L and C9X299-RPGF-L

C9X299-PGF-L C9X299-RPGF-L
High Definition Audio Ports (back panel) Yes No

\ Note: All graphics shown in this manual were based upon the latest PCB revision avail-
able at the time of publication of the manual. The motherboard you received may or
may not look exactly the same as the graphics shown in this manual.
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Figure 1-2. C9X299-RPGF-L Motherboard Image
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Differences between C9X299-PGF-L and C9X299-RPGF-L
C9X299-PGF-L C9X299-RPGF-L
High Definition Audio Ports (back panel) Yes No

\ Note: All graphics shown in this manual were based upon the latest PCB revision avail-
able at the time of publication of the manual. The motherboard you received may or
may not look exactly the same as the graphics shown in this manual.
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Chapter 1: Introduction

Figure 1-3. C9X299-PGF-L Motherboard Layout

(not drawn to scale)
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Differences between C9X299-PGF-L and C9X299-RPGF-L
C9X299-PGF-L C9X299-RPGF-L
High Definition Audio Ports (back panel) Yes No

% Note: Components not documented are for internal testing only.
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Figure 1-4. C9X299-RPGF-L Motherboard Layout

(not drawn to scale)
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Differences between C9X299-PGF-L and C9X299-RPGF-L
C9X299-PGF-L C9X299-RPGF-L
High Definition Audio Ports (back panel) Yes No

\ Note: Components not documented are for internal testing only.
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Quick Reference Table

Jumper Description
CLEAR CMOS CMOS Clear Switch
JBT1 Clear CMOS (Onboard)
D1 Speaker

Buzzer (Default)
JPAC1 Audio Enable
JPB1 IPMI Function
JPG1 VGA Enable/Disable
JPME2 Intel Manufacturing Mode
JWD1 Watch Dog Function Enable

POWER BUTTON
RESET BUTTON

LED
LED1
LED6903
LED6904
LED7201

Connector
B2

CPU_FAN1, CPU_FAN2

Internal Power Button

Onboard System Reset Button

Description

Status Code LED

M.2 Connector (PCI-E M.2-M2) SSD Active LED
M.2 Connector (PCI-E M.2-M1) SSD Active LED
Onboard Standby Power LED

Description
Onboard Battery
CPU Fan Headers

CPU SLOT 1/3/5 PCI-E 3.0 x8 (IN x16)  PCle 3.0 x8 (IN x16) Slots

CPU SLOT 7 PCI-E 3.0 x16

HD AUDIO
I-SATA0~5
J3701

JCOM1

JF1

JIPMB1

JL1

JLED1

JPI2C1

JPW1

JPW2

JPW3

JRK1 (VROC)

PCle 3.0 x16 Slot

Default Setting
Push Button Switch
Short Pads to Clear CMOS

Pins 1-4: External Speaker
Pins 3-4: Buzzer

Pins 1-2 Enabled

Pins 1-2 Enabled
Pins 2-3 Disabled

Pins 1-2 Enabled
Pins 1-2 Normal
Pins 1-2 Reset
Push Button Switch
Push Button Switch

Status

Digital Readout
Activity: Green Blinking
Activity: Green Blinking

Power On: Green On

High Definition Audio Header (C9X299-PGF-L only)

(Intel X299) Serial ATA (SATA 3.0) Ports 0~5 (6Gb/sec)

Front Panel Audio Header
COM Header

Front Control Panel Header

4-pin External 1°C Header (for an IPMI card)

Chassis Intrusion Header

LED Connector for PCH Heatsink

Power Supply SMBus I°C Header

24-pin ATX Main Power Connector (Required)

+12V 8-pin CPU Power Connector (Required)

+12V 4-pin CPU Power Connector (Optional)

Intel VROC RAID Key Header

JSD1

SATA Disk-On-Module (DOM) Power Connector

\ Note: The table above is continued on the next page.
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Connector
JSTBY1

JTPM1

KB/MOUSE

LANA1

MH12, MH14, MH15

PCI-E M.2-M1

PCI-E M.2-M2

PCH SLOT 2 PCI-E 3.0x1
SP1
SYS_FAN1~SYS_FAN3
u.2-1, U.2-2

USBO0/1, USB2/3
USB4/5

USB6/7/8

USB9

USB10/11

VGA

Description

Standby Power Header

Trusted Platform Module (TPM)/Port 80 Header
PS/2 Keyboard/Mouse Port

1Gb LAN Port (Shared IPMI Port)

M.2 Mounting Holes

PCle 3.0 x4 M.2 Connector (M-Key 22110 and 2280 form factors)
(Small form factor devices and other portable devices for high speed NVMe SSDs)

PCle 3.0 x4 M.2 Connector (M-Key 2280 form factor)
PCle 3.0 x1 Slot

Internal Buzzer/Speaker

System Fan Headers

U.2 Connectors for 2.5" SSD Drives
Front Access USB 2.0 Headers

Back Panel USB 3.2 Gen1 Ports (Type-A)
Back Panel USB 3.2 Gen2 Ports (Type-A)
Back Panel USB 3.2 Gen2 Port (Type-C)
Front Access USB 3.2 Gen1 Header
VGA Port (Back Panel)

15
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Motherboard Features

BIOS

e 256Mb AMI BIOS® SPI Flash BIOS
« DMI 2.8, PCI 3.0, ACPI 3.0, BIOS rescue hot-key, SPI dual/quad speed support, Overclock support

Power Management
e ACPI power management

¢ Power button override mechanism

e Power-on mode for AC power recovery

System Health Monitoring
¢ Onboard monitors: +2.5V, +5V, + 12V, +1V Stby, +3.3V Stby, +5V Stby, Memory, CPU, PCH Temperature, CPU
Temperature, and System Temperature
¢ 6-phase CPU switching voltage regulator
¢ CPU/System overheat LED and control
e CPU Thermal Trip support

Fan Control

* Five proprietary 4-pin fan headers

¢ Low noise fan speed control
System Management
e Trusted Platform Module (TPM) support

¢ Platform Environment Control Interface (PECI) 3.1 support
e SuperDoctor® 5, Watch Dog, NMI
¢ Chassis Intrusion header and detection

\ Note: Please connect a cable from the Chassis Intrusion header at JL1 to the chassis to receive an alert
LED Indicators
¢ CPU/system overheat LED
* Power/suspend-state indicator LED
¢ Fan failed LED

e HDD activity LED
e LAN activity LED

Dimensions

e 12" (W) x 9.6" (L) ATX (304.8mm x 243.84mm)

% Note: The CPU maximum thermal design power (TDP) is subject to chassis and heatsink
cooling restrictions. For proper thermal management, please check the chassis and heatsink
specifications for proper CPU TDP sizing.
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C9X299-PGF-L 16 Lanes Block Diagram

SVBUS SMBUS
SLOT1 NA DDR4 (2DPC)
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C9X299-PGF-L 28 Lanes Block Diagram

SLOT1NA

SMBUS

SMBUS

DDR4 (2DPC)
Non-ECC UDIMM

U.2NA

DIMMAO
DIMMA1

PCI PCle3.0_x4 Intel [DIVIVED]
PCle3.0_x4 PE3 1 T PES 12-15 l¢———> [DIMMB1
PE3 12~15 {o="
SLOT3 X4, NA SWITCH PE3 12~15 lmmmq
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!

Note: This is a general block diagram and may not exactly represent the features on
your motherboard. Refer to the previous pages for the actual specifications of your

motherboard.
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C9X299-PGF-L 44/48 Lanes Block Diagram

[swBus] SMBUS
PCIe30 58 DDR4 (2DPC)
SLOT1 X6 NA PCis30 56 Non-ECC UDIMM
PCle3.0_xd {SWITCH—g 5677 ] DIMMAO
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M.2 SOCKET SSD oiesxd Intel
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USB3.1 TYPE A2 P02
'TPM Header| =TS
COM1 Header 3 ;\
=R
PS2 KBIMS NCT6792D-8 gl
FAN SPEED CTRL LPC /O 2 =
Voltage monitor FLASH
Temp Sensor AST2500 SPI 128Mb

:

SMBUS

Realtek ALCT15

Audio Jack/ Audio Pin Header

USB3.0 {5 % USB 3.0 Rear
usgzo %S
S 2 X USB 3.0 Header
5GP yspao
480Mbps 14X USB 2.0 Header

Note: This is a general block diagram and may not exactly represent the features on
your motherboard. Refer to the previous pages for the actual specifications of your

motherboard.
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Chapter 2: Installation

Chapter 2

Installation

2.1 Static-Sensitive Devices

Electrostatic Discharge (ESD) can damage electronic components including memory modules.
To avoid damaging your motherboard or your system, it is important to handle them very
carefully. The following measures are generally sufficient to protect your equipment from ESD.

Precautions

e Use a grounded wrist strap designed to prevent static discharge.
e Touch a grounded metal object before removing the board from the antistatic bag.

¢ Handle the motherboard by its edges only; do not touch its components, peripheral chips,
memory modules or gold contacts.

e When handling chips or modules, avoid touching their pins.
e Put the motherboard and peripherals back into their antistatic bags when not in use.

e For grounding purposes, make sure that your computer chassis provides excellent conduc-
tivity between the power supply, the case, the mounting fasteners and the motherboard.

e Use only the correct type of onboard CMOS battery. Do not install the onboard battery
upside down to avoid possible explosion.

Unpacking
The motherboard is shipped in antistatic packaging to avoid static damage. When unpacking
the motherboard, make sure that the person handling it is static protected.

23
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2.2 Processor and Heatsink Installation

Use ESD protection.
Unplug the AC power cord from all power supplies after shutting down the system.

Check that the plastic protective cover is on the CPU socket and none of the socket pins
are bent. If they are, contact your retailer.

When handling the processor, avoid touching or placing direct pressure on the LGA lands
(gold contacts). Improper installation or socket misalignment can cause serious damage
to the processor or CPU socket, which may require manufacturer repairs.

Thermal grease is pre-applied on a new heatsink. No additional thermal grease is needed.
Refer to the Supermicro website for updates on processor support.

All graphics in this manual are for illustrations only. Your components may look different.

Installing a CPU
Remove the WARNING plastic cap from the socket.

WARNING!

24



Chapter 2: Installation

2. There are two load levers on the LGA2066 socket. To open the socket cover, press and
release the load lever labeled "Open 1st".

Press down on
Load Lever labeled
'Open 1st'

3. Press the second load lever labeled "Close 1st" to release the load plate that covers the
CPU socket from its locking position.

1 Press down on Load 2 Pull the lever away
Lever 'Close 1st' from the socket

4. With the "Close 1st" lever fully retracted, gently push down on the "Open 1st" lever to
open the load plate. Lift the load plate to open it completely.

41 Gently push down
to pop the load plate

25
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5. Use your thumb and index finger to hold the CPU on its edges. Align the CPU keys,
which are semi-circle cutouts, against the socket keys.

6. Once they are aligned, carefully lower the CPU straight down into the socket. To avoid
damaging the CPU or socket, do not drop the CPU onto the socket, move it horizontally
or vertically, or rub it against the socket pins.

7. With the CPU inside the socket, inspect the four corners of the CPU to make sure that it
is properly installed.

26
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8. Close the load plate with the CPU inside the socket. Lock the "Close 1st" lever first,

then lock the "Open 1st" lever second. Gently push the load levers down to the lever
locks.

Push down and lock
'Close 1st' lever

1 Gently close the 2
load plate

3 Lever Lock

Push down and lock
'Open 1st' lever

Attention! You can only install the CPU inside the socket in one direction. Make sure that
it is properly inserted into the CPU socket before closing the load plate. If it doesn't close

properly, do not force it as it may damage your CPU. Instead, open the load plate again
and double-check that the CPU is aligned properly.

27
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Installing a CPU Heatsink
1. Apply the proper amount of thermal grease to the heatsink.

2. Place the heatsink on top of the CPU so that the four mounting holes on the heatsink

are aligned with those on the retention mechanism. Tighten the screws in the following
order:

Screw #1

Screw #4

% Note: Graphic drawings included in this manual are for reference only. They might look
different from the components installed in your system.

28



Chapter 2: Installation

Removing a CPU Heatsink

Warning: We do not recommend that the CPU or heatsink be removed. However, if you do
need to remove the heatsink, please follow the instruction below to uninstall the heatsink to
avoid damaging the CPU or other components.

1. Unplug the power cord from the power supply.
2. Loosen the screws in the order below.

3. Gently wiggle the heatsink to loosen it. Do not use excessive force when wiggling the
heatsink.

Screw #4

4. Once the heatsink is loosened, remove it from the motherboard.

% Note: Graphic drawings included in this manual are for reference only. They might look
different from the components installed in your system.
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2.3 Motherboard Installation

All motherboards have standard mounting holes to fit different types of chassis. Make sure
that the locations of all the mounting holes for both the motherboard and the chassis match.
Although a chassis may have both plastic and metal mounting fasteners, metal ones are
highly recommended because they ground the motherboard to the chassis. Make sure that
the metal standoffs click in or are screwed in tightly.

Tools Needed

=

Phillips Phillips Screws (9) Standoffs (9)
Screwdriver (1) Only if Needed

«

Location of Mounting Holes
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Notes: 1. To avoid damaging the motherboard and its components, please do not use

\ a force greater than 8 Ibf-in on each mounting screw during motherboard installation.
2. Some components are very close to the mounting holes. Please take precautionary
measures to avoid damaging these components when installing the motherboard to the
chassis.
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Installing the Motherboard
1. Install the 1/O shield into the back of the chassis, if applicable.

2. Locate the mounting holes on the motherboard. Refer to the previous page for the
location.

3. Locate the matching mounting holes on the chassis. Align the mounting holes on the
motherboard against the mounting holes on the chassis.

=
~
=
=
=
T
> Motherboarc

Chassis I!“

4. Install standoffs in the chassis as needed.

Chassis

5. Install the motherboard into the chassis carefully to avoid damaging other motherboard
components.

6. Using the Phillips screwdriver, insert a pan head #6 screw into a mounting hole on the
motherboard and its matching mounting hole on the chassis.

7. Repeat Step 6 to insert #6 screws into all mounting holes.
8. Make sure that the motherboard is securely placed in the chassis.

\ Note: Images displayed are for illustration only. Your chassis or components might look
different from those shown in this manual.
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2.4 Memory Support and Installation

Note: Check the Supermicro website for recommended memory modules.

g

Important: Exercise extreme care when installing or removing DIMM modules to pre-
vent any possible damage.

General Guidelines for Optimizing Memory Performance

¢ When installing memory modules, the DIMM slots should be populated in the following
order: DIMMA1, DIMMB1, DIMMC1, DIMMD1, then DIMMAZ2, DIMMB2, DIMMC2, DIMMD?2.

e Always use DDR4 memory of the same type, size and speed.

¢ Mixed DIMM speeds can be installed. However, all DIMMs will run at the speed of the

slowest DIMM.

e The motherboard will support odd-numbered modules (one or three modules installed).
However, to achieve the best memory performance, a balanced memory population is

recommended.
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modules from the motherboard.

DIMM Installation

. Insert DIMM modules in the following
order: DIMMA1, DIMMB1, DIMMCH1,
DIMMD1, then DIMMA2, DIMMB2,
DIMMC2, DIMMD2. For the system to
work properly, use memory modules of the
same type and speed.

. Align the DIMM module key with the
receptive point on the single-latch DIMM
slot.

. Push the release tab outwards to unlock
the slot.

. Align the notch on the end of the module
against the receptive point on the end of
the slot.

. Press both ends of the module straight
down into the slot until the module snaps
into place.

. Push the release tab to the lock position to
secure the module into the slot.

DIMM Removal

Reverse the steps above to remove the DIMM

Release Tab

N

Push both ends straight
down into the memory slot.
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Memory Population Guidelines

When installing memory modules, always use DDR4 DIMM modules of the same size, type,
and speed. Mixed DIMM speeds can be installed. However, all DIMMs will run at the speed
of the slowest DIMM.

Depending on which CPU is installed, DIMMs should be installed in the following configurations
for optimized performance:

LANNIa
LOWNIA
IVINNIA
LaNIa

al l| zawwia
al J] zawwia

NdD 2y} spiemoL
NdD 2y} spiemoL

O One
O Two
O Four
O Six

o Eight

00 OO
® OO OO0
00 OO
®0® O OO0
00000
®0® O OO0
000 O
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2.5 M.2 Installation (optional)

Two M.2 (M-key) connectors are supported by the C9X299-PGF-L/-RPGF-L. M.2 devices
are used for solid state storage and internal expansion. Follow the steps below in order to
install an M.2 device.

% Note: The steps below are examples of the M.2 installation, the motherboard you received
may or may not look exactly the same.

1. Locate one of two standoffs. Remove and set aside
the screw.

2. Plug the M.2 device into the M.2 connector and lower
the semi-circle notched end onto the standoff.

3. Replace screw and tighten to secure the M.2 device
into place. Do not over-tighten so as to avoid
damaging the M.2 device.
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2.6 Rear I/O Ports

Refer to Figure 2-1 below for the locations and descriptions of the various 1/0O ports on the
rear of the motherboard.
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o
< 9 w2 g
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= 8 BARCODE 3|
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b - BIOS.
Og | uicense
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LED8903
LEDgO0S ot
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L0L:A3Y 1-49d-662X60

1 1

21 U2z O 151
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s D O Of Fsatad || SATA || 1-sATAO coo, LBl H PN

Figure 2-1. C9X299-PGF-L 1/0 Port Locations and Definitions

= 2
— W= (o] |
(9

Rear I/O Ports

# | Description # | Description # | Description
1. | PS2 KB/Mouse 6. | USB7: 3.2 Gen 2 (Type A) | 11. | Surround Out
2. | USB4: 3.2 Gen 1 (Type A) | 7. | LAN1 (Shared IPMI Port) | 12. | SPDIF Out
3. | USB5: 3.2 Gen 1 (Type A) | 8. | USB8: 3.2 Gen 2 (Type A) | 13. | Line In
4 9
5

VGA Port USB9: 3.2 Gen 2 (Type C) | 14. | Line Out
USB6: 3.2 Gen 2 (Type A) | 10. | CEN/LFE Out 15. | Mic In
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Universal Serial Bus (USB) Ports

Two USB 3.2 Gen 1 ports (USB4/5), four USB 3.2 Gen 2 ports (USB6/7/8: Type-A, USB9:
Type-C) are on the rear I/O panel. Additionally, two USB 2.0 headers (USB0/1, USB2/3) and
one USB 3.2 Gen 1 header (USB10/11) are located on the motherboard to provide front
chassis access using USB cables (not included). Refer to the tables below for pin definitions.

Front Panel USB0/1/2/3 (2.0) Header Front Panel USB10/11 (3.2 Gen 1) Header
Pin Definitions Pin Definitions
Pin# Definition Pin# Definition Pin# Pin# Signal Name Description
1 +5V 2 | +5V 1 19 | VBUS Power
3 USB_PN2 4 USB_PN3 2 18 | StdA_SSRX- SuperSpeed Receiver
5 | USB_PP2 6 | USB_PP3 3 17 | StdA_SSRX+ Differential Pair
7 Ground 8 Ground 4 13 | Ground Ground of PWR Return
9 Key 10 | Ground B 15 | StdA_SSTX- SuperSpeed Transmitter
6 14 | StdA_SSTX+ Differential Pair
7 16 | GND_DRAIN Ground for Signal Return
8 12 | D- USB 2.0 Differential Pair
9 11 | D+

»r@ @ (3
Down ! ! !

. USBO0/1 (USB 2.0)

. USB2/3 (USB 2.0)

. USB4 (USB 3.2 Gen 1, Type-A)
. USB5 (USB 3.2 Gen 1, Type-A)
. USB6 (USB 3.2 Gen 2, Type-A)
. USB7 (USB 3.2 Gen 2, Type-A)
. USB8 (USB 3.2 Gen 2, Type-A)
. USB9 (USB 3.2 Gen 2, Type-C)
. USB10/11 (USB 3.2 Gen 1)

Hi5 VGA

[
s BIC
miH ] o
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ool 900]
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ATX PS/2 Keyboard/Mouse Port
The ATX PS/2 keyboard and mouse port is located on the back panel above USB Ports 4/5.

VGA Port

A legacy 15-pin VGA port is located on the rear 1/0O panel to provide backward compatibility.
Use this port to connect to a compatible VGA monitor.

Back Panel High Definition Audio (C9X299-PGF-L only)

This motherboard features a 7.1+2 Channel High Definition Audio (HDA) codec that provides
10 DAC channels. The HD Audio connections simultaneously supports multiple-streaming 7.1
sound playback with 2 channels of independent stereo output through the front panel stereo
out for front, rear, center and subwoofer speakers. Use the Advanced software included in
the CD-ROM with your motherboard to enable this function.

Audio Configuration
2 Channel 4.1 Channel 5.1 Channel 7.1 Channel
Orange (Center/LFE Out) Center/Subwoofer Center/Subwoofer
2 | Black (Surround) Rear Speaker Out Rear Speaker Out Rear Speaker Out
Light Blue . . . .
3 (Line In/Side Speaker Out) Line In Line In Line In Side Speaker Out
Lime .
4 (Line Out/Front Speaker Out) Line Out Front Speaker Out | Front Speaker Out | Front Speaker Out
5 | Pink (Mic In) Mic In Mic In Mic In Mic In

. ATX PS/2
Keyboard/Mouse Port

. VGA Port

. Center/LFE Out

. Surround Out
. S/IPDIF Out

. Line In

. Line Out

. Mic In

C9X299-PGF-L
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2.7 Front Control Panel

JF1 contains header pins for various buttons and indicators that are normally located on a
control panel at the front of the chassis. These connectors are designed specifically for use
with Supermicro chassis. Refer to the figure below for the descriptions of the front control
panel buttons and LED indicators.
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> JLED1 By eav JPW1
= of@0000000C000O
I-SATAG || I-SATAZ || I-SATAO > ||
1-SATAS || 1-SATA3 | 1-SATAY

. .

1 2
Power Button | O | O | Ground
Reset Button O | O | Ground

Vce O | O | Power Fail LED

Vce @] O | OH/Fan Fail LED
Vee [ O [ O | NIC1LED

Vec | 0| O |X

Vee | O | O | HDD LED

Vee | O | O | Power LED

X|O0]O]|X

NMI | O | O | Ground
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Power Fail LED

The Power Fail LED connection is located on pins 5 and 6 of JF1. Refer to the table below
for pin definitions.

Power Fail LED
Pin Definitions (JF1)

Pin#  Definition

) | No Connection

6 | Power Fail

Overheat (OH)/Fan Fail LED

Connect an LED cable to OH/Fan Fail connections on pins 7 and 8 of JF1 to provide warnings
for chassis overheat/fan failure. Refer to the table below for pin definitions.

OH/Fan Fail LED OH/Fan Fail Indicator
Pin Definitions (JF1) Pin Definitions (JF1)
Pin#  Definition State Definition
7 | Vce Off | Normal
8 | OH/Fan Fail LED on | Overheat
Flashing | Fan Fail

1. Power Fail
2. Overheat/Fan Fail

Power Button O | O | Ground

Reset Button O | O | Ground

Vce (0] O | Power Fail LED 0

Vcec @] O | OH/Fan Fail LEDe

Vce O O | NIC1LED

Vec [ 0| O X

Vee [ O | O | HDD LED

Vec | O | O | Power LED

X| 0|0 |X

NMI O O | Ground

19 20
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NIC1 Activity LED

The Network Interface Controller (NIC) LED connection for LAN port 1 is located on pins 9
and 10 of JF1. Attach NIC LED cable to NIC1 LED indicators to display network activity. Refer
to the table below for pin definitions.

NIC1 LED
Pin Definitions (JF1)

Pin#  Definition
9 | Vce
10 | NIC1LED

12 1. NIC1 LED

Power Button O | O | Ground

Reset Button O | O | Ground

Vce (0] O | Power Fail LED

Vcec @] O | OH/Fan Fail LED

Vce O O | NIC1LED o

Vec [ 0| O X

Vee [ O | O | HDD LED

Vee | O O | Power LED

X| 0|0 |X

NMI O O | Ground

19 20
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HDD LED

The HDD LED connection is located on pins 13 and 14 of JF1. Attach a cable here to indicate
the status of HDD-related activities, including IDE and SATA activities. Refer to the table
below for pin definitions.

Power LED

HDD LED
Pin Definitions (JF1)

Pin# Definition
13 | vee
14 | HDD LED

The Power LED connection is located on pins 15 and 16 of JF1. Refer to the table below
for pin definitions.

Power Button

Reset Button

Vce

Vcec

Vce

Vce

Vcc

Vcc

X

O] O
O] 0O
O] O
o] O
e} e}
O e}
@] €]
o (@]
€] (@]
@] €]

19

20

Power LED
Pin Definitions (JF1)

Pin# Definition
15 | Vce
16 | Power LED

1. HDD LED
2. PWR LED

Ground

Ground

Power Fail LED

OH/Fan Fail LED

NIC1 LED

Ground
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2.8 Connectors

This section provides brief descriptions and pinout definitions for onboard headers and
connectors. Be sure to use the correct cable for each header or connector.

Power Connections

ATX Main Power and CPU PWR Connectors

The 24-pin main power connector (JPW1) provides power to the motherboard. The 8-pin
CPU PWR connector (JPW2) is also required for the processor. The 4-pin PWR connector
(JPW3) is an optional. These power connectors meet the SSI EPS 12V specification. Refer
to the tables below for pin definitions.

oon
19dr"

ATX Main Power Connector (Required) 8-pin Power Connector (Required)
Pin Definitions Pin Definitions
Pin# Definition Pin# Definition Pin# Definition
13 | +3.3V 1 +3.3V 1 through 4 | Ground
14 | -12v 2 |+33v 5through 8 | +12V
15 | COM 3 | COM
16 | PS_ON 4 | +5V 4-pin Power Connector (Optional)
- P- D f- agw
17 | com 5 COM in Definitions
Pin# Definition
18 | COM 6 | +5V
1and 2 | Ground
19 | COM 7 COM
3and 4 | +12v
20 | Res (NC) 8 PWR_OK
21 | +5V 9 |5VSB
22 | 45V 10 | +12V
23 | +5V 11 +12V
24 | COM 12 | +3.3V
o i 1. ATX Main Power Connector
ﬂ e — #E4|1 2. 8-pin Power Connector
@ 3. 4-pin Power Connector
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