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Preface

Preface

This manual is written for system integrators, PC technicians, and
knowledgeable PC users. It provides information for the installation and
use of the SUPER® C9Z390-CG/CGW motherboard.

Manual Organization

Chapter 1 describes the features, specifications and performance of
the motherboard, and provides detailed information on the Intel® Z390
chipset.

Chapter 2 provides hardware installation instructions. Read this chap-
ter when installing the processor, memory modules and other hardware
components into the system.

If you encounter any problems, see Chapter 3, which describes trouble-
shooting procedures for video, memory and system setup stored in the
CMOS.

Chapter 4 includes an introduction to the BIOS, and provides detailed
information on running the CMOS Setup utility.

Appendix A provides BIOS Error Beep Codes.
Appendix B lists software program installation instructions.

Appendix C contains UEFI BIOS Recovery instructions.
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Checklist

Congratulations on purchasing your computer motherboard from an ac-
knowledged leader in the industry. Supermicro boards are designed with
the utmost attention to detail to provide you with the highest standards
in quality and performance.

Please check that the following items have all been included with your
motherboard. If anything listed here is damaged or missing, contact
your retailer.

The following items are included in the retail box:

® One (1) Supermicro Motherboard

® Four (4) SATA cables

e One (1) I/O shield

® One (1) Quick Reference Guide

® Two (2) Antennas (C9Z390-CGW only)

® One (1) Driver CD

Conventions Used in the Manual

Special attention should be given to the following symbols for proper
installation and to prevent damage done to the components or injury
to yourself:

' Attention! Critical information to prevent damage to the com-
e ponents or injury to yourself.

@ Important: Important information given to ensure proper sys-
tem installation or to relay safety precautions.

Note: Additional Information given to differentiate various mod-
els or provides information for correct system setup.




Standardized Warning Statements

Standardized Warning Statements

The following statements are industry-standard warnings, provided to
warn the user of situations which have the potential for bodily injury.
Should you have questions or experience difficulty, contact Supermicro's
Technical Support department for assistance. Only certified technicians
should attempt to install or configure components.

Read this section in its entirety before installing or configuring compo-
nents in the Supermicro chassis.

Battery Handling

AE Warning!

There is a danger of explosion if the battery is replaced incorrectly. Re-
place the battery only with the same or equivalent type recommended
by the manufacturer. Dispose of used batteries according to the manu-
facturer's instructions
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Warnung

Bei Einsetzen einer falschen Batterie besteht Explosionsgefahr. Ersetzen
Sie die Batterie nur durch den gleichen oder vom Hersteller empfohlenen
Batterietyp. Entsorgen Sie die benutzten Batterien nach den Anweisungen
des Herstellers.

Attention

Danger d'explosion si la pile n'est pas remplacée correctement. Ne la
remplacer que par une pile de type semblable ou équivalent, recom-
mandée par le fabricant. Jeter les piles usagées conformément aux
instructions du fabricant.
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iAdvertencia!

Existe peligro de explosidn si la bateria se reemplaza de manera incor-
recta. Reemplazar la bateria exclusivamente con el mismo tipo o el
equivalente recomendado por el fabricante. Desechar las baterias gasta-
das segun las instrucciones del fabricante.
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Waarschuwing

Er is ontploffingsgevaar indien de batterij verkeerd vervangen wordt. Ver-
vang de batterij slechts met hetzelfde of een equivalent type die door de
fabrikant aanbevolen wordt. Gebruikte batterijen dienen overeenkomstig
fabrieksvoorschriften afgevoerd te worden.

Product Disposal

(A Warning!

Ultimate disposal of this product should be handled according to all na-
tional laws and regulations.
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Standardized Warning Statements
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Warnung

Die Entsorgung dieses Produkts sollte gemaRB allen Bestimmungen und
Gesetzen des Landes erfolgen.
iAdvertencia!

Al deshacerse por completo de este producto debe seguir todas las leyes
y reglamentos nacionales.
Attention

La mise au rebut ou le recyclage de ce produit sont généralement soumis
a des lois et/ou directives de respect de I'environnement. Renseignez-
vous aupres de l'organisme compétent.
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Waarschuwing

De uiteindelijke verwijdering van dit product dient te geschieden in over-
eenstemming met alle nationale wetten en reglementen.
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1-3 Motherboard Features

CPU Single 8th/9th Generation Intel Core™ i9/i7/i5/i3
Pentium/Celeron processor in an LGA1151 H4 type
socket

Memory Supports up to 128GB (available only for selected 9th
Gen processors) of unbuffered, non-ECC, DDR4 memory
with speeds of up to 3733+ MHz (OC)

Dual-channel memory
DIMM sizes
UDIMM 4GB/8GB/16GB; 32GB (available only
for selected 9th Gen processors)
Chipset Intel Z390 chipset

Expansion Slots

Two (2) PCI-E x16 slots (16/NA, 8/8 or 8/4 in the
PCI-E x4 slot)

One (1) PCI-E 3.0 x4 slot

Three (3) PCI-E 3.0 x1 slots

Two (2) M.2 M-Key (2242/2280/22110 &
2260/2280/22110)

One (1) M.2 E-Key (C9Z390-CGW only; pre-installed
802.ac WIFI module)

Network Intel I1219v Network Controller

Connections Aquantia AQC107 Network Controller (C92390-CGW only)
Two (2) RJ45 ports with Link and Activity LEDs on the
I/O back panel (C92390-CGW only)

Health CPU Monitoring

Monitoring

Onboard monitors: +1.8V, +3.3V, +5V, +/- 12V, +3.3V
Stby, +5V Stby, VBAT, HT, Memory, PCH Temperature,
System Temperature, Memory Temperature

(6+2)-phase CPU switching voltage regulator

CPU Thermal Trip support

Fan Control

Five (5) 4-pin fan headers

Multi-speed fan control via onboard Super I/O

1-2
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I/0O Devices

Hard Drive Connections

SATA 3.0 (6Gb/s) | Six (6) SATAO-5 via Intel Z390

USB Devices

C9Z390-CG/CGW
One (1) USB 3.1 Gen 2 Type C port on the I/O back panel

Threcle (3) USB 3.1 Gen 2 Type A ports on the I/O back
pane

One (1) front accessible USB 3.1 Gen 2 port

Two (2) USB 3.1 Gen 1 ports on the I/O back panel
Two (2) front accessible USB 3.1 Gen 1 ports via header
Two (2) front accessible USB 2.0 ports via header

Keyboard/Mouse

One PS/2 Keyboard/Mouse port on the I/O back panel

Other I/O Ports

Two (2) DisplayPort 1.2 ports

One (1) HDMI 1.4b port

One (1) Serial Port (COM) header

One (1) Trusted Platform Module header

Graphics

Integrated into Intel Processor

Audio

One (1) High Definition Audio 7.1 channel connector
supported by Realtek ALC1220 on the back panel

One (1) Front Panel Audio header

Super I/O0

Nuvoton NCT6796D

BIOS 256Mb AMI BIOS® SPI Flash BIOS
SMBIOS 2.7, PCI F/W 3.0, ACPI 3.0, SPI dual/quad
speed support, Overclocking Support, Real Time Clock
wakeup

Power ACPI Power Management (S3/54/S5)

Configuration

Power-on mode for AC power recovery

1-3
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System
Management

PECI (Platform Environment Configuration Interface)
2.0 support

System resource alert via SuperDoctor® 5

SuperDoctor 5, NMI

Chassis Intrusion header and detection

Watch Dog Timer

CD Utilities

BIOS flash upgrade utility
Drivers and software for Intel Z390 chipset utilities

LED Indicators

Power/suspend state

Dimensions

ATX form factor (12" x 9.6") (304.80 mm x 243.84 mm)

1-4




Chapter 1: Introduction

1-4 Special Features

Recovery from AC Power Loss

Basic I/O System (BIOS) provides a setting for you to determine how
the system will respond when AC power is lost and then restored to
the system. You can choose for the system to remain powered off, (in
which case you must press the power switch to turn it back on), or for
it to automatically return to a power-on state. See the Advanced BIOS
Setup section to change this setting. The default setting is Last State.

1-5 PC Health Monitoring

This section describes the PC health monitoring features of the board.
All have an onboard System Hardware Monitoring chip that supports PC
health monitoring. An onboard voltage monitor will scan these onboard
voltages continuously: +1.8V, +3.3V, +5V, +/- 12V, +3.3V Stby, +5V
Stby, VBAT, HT, Memory Temperature, PCH Temperature, and System
Temperature. Once a voltage becomes unstable, a warning is given, or
an error message is sent to the screen. The user can adjust the voltage
thresholds to define the sensitivity of the voltage monitor.

Fan Status Monitor with Firmware Control

PC health monitoring in the BIOS can check the RPM status of the cool-
ing fans. The onboard CPU and chassis fans are controlled by Thermal
Management via SIO.

Environmental Temperature Control

The thermal control sensor monitors the CPU temperature in real time
and will turn on the thermal control fan whenever the CPU temperature
exceeds a user-defined threshold. The overheat circuitry runs indepen-
dently from the CPU. Once the thermal sensor detects that the CPU
temperature is too high, it will automatically turn on the thermal fans to
prevent the CPU from overheating. The onboard chassis thermal circuitry
can monitor the overall system temperature and alert the user when the
chassis temperature is too high.

Note: To avoid possible system overheating, please be sure to
provide adequate airflow for your system.

1-5
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System Resource Alert

This feature is available when the system is used with SuperDoctor 5
in the Windows and Linux operating systems. SuperDoctor is used to
notify the user of certain system events. For example, you can also
configure SuperDoctor to provide you with warnings when the system
temperature, CPU temperatures, voltages and fan speeds go beyond
predefined thresholds.

1-6 ACPI Features

ACPI stands for Advanced Configuration and Power Interface. The ACPI
specification defines a flexible and abstract hardware interface that
provides a standard way to integrate power management features
throughout a PC system, including its hardware, operating system and
application software. This enables the system to automatically turn on
and off peripherals such as CD-ROMs, network cards, hard disk drives
and printers.

In addition to enabling operating system-directed power management,
ACPI also provides a generic system event mechanism for Plug and Play,
and an operating system-independent interface for configuration control.
ACPI leverages the Plug and Play BIOS data structures, while providing
a processor architecture-independent implementation that is compatible
with Windows 7, Windows 8, and Windows 2008 Operating Systems.

Slow Blinking LED for Suspend-State Indicator

When the CPU goes into a suspend state, the chassis power LED will
start to blink to indicate that the CPU is in suspend mode. When the user
presses any key, the CPU will wake up, and the LED will automatically
stop blinking and remain on.

1-6






Supermicro C9Z2390-CG/CGW Motherboard User’s Manual

C9Z390-CG/CGW Motherboard Image

Note: All graphics shown in this manual were based upon the latest

% PCB Revision available at the time of publishing of the manual. The
motherboard you've received may or may not look exactly the same
as the graphics shown in this manual.




Chapter 1: Introduction

C9Z390-CG/CGW Motherboard Layout
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@ Important Notes to the User

® See Chapter 2 for detailed information on jumpers, I/O ports and
JF1 front panel connections.

e "g" indicates the location of "Pin 1".
® Jumpers not indicated are for testing only.
® When LED1 (Onboard Power LED Indicator) is on, system power

is on. Unplug the power cable before installing or removing any
components.
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C9Z390-CG/CGW Block Diagram
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C9Z390-CG/CGW Quick Reference

OYHdINS

VSN NI GaNDISIa
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M000000000060 @'%
000000000000

Jumper Description Default
CLEAR CMOS Clear CMOS Button Push Button Switch
J9701/19702 Manufacturing Mode Pins 1-2: Normal
J12C1/112C2 SMB to PCI-E Slots Open: Disable
JPME2 Intel® Manufacturing Mode | Pins 1-2: Normal
JWD1 Watch Dog Function Enable | Pins 1-2: Reset
POWER BUTTON Internal Power Button Push Button Switch
RESET BUTTON CB)nboard System Reset Push Button Switch

utton
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Connector

Description

12V_PUMP_PWR1

12V power connector for CPU pump of
liquid cooling

AUDIO FP Front Panel Audio Header
B1 Onboard Battery
COoM1 COM1 Header

CPU_FAN1/FAN2

CPU Fan Headers

CPU SLOT1 PCI-E 3.0 x4

PCI-Express x4 Slot (PCI-E 3.0 x4 link)

CPU SLOT3 PCI-E 3.0 x8
(IN x16)

PCI-Express x16 Slot (PCI-E 3.0 x8 link )

CPU SLOT6 PCI-E 3.0 x16

PCI-Express x16 Slot (PCI-E 3.0 x16 link)

PCH SLOT2/4/5 PCI-E
3.0 x1

PCI-Express x1 Slots (PCI-E 3.0 x1 link)

DP1/DP2 Back Panel DisplayPort 1.2 Ports

HDMI Back Panel HDMI 1.4b Port

HD AUDIO High Definition Audio Ports

I-SATAO~5 SATA 3.0 Ports (6Gb/sec)

D1 External Speaker Header

JF1 Front Control Panel Header

JL1 Chassis Intrusion Header

JPW1 24-pin ATX Main Power Connector
(Required)

JPW2 +12V 8-pin CPU Power Connector
(Required)

JRLED1/JRLED2 JRLED1 connects to I/O cover's RGB board
JRLED2 connects to PCH RGB board

JRLED3/JRLED4 External 12V RGB strip Headers

JSD1 SATA DOM (Disk-On-Module) Power Con-
nector

JSPDIF_Out Sony/Philips Digital Interface (S/PDIF) Out
Header

JSTBY1 Standby Power Header

JTPM1 Trusted Platform Module (TPM) Header

JVR2 Header for Manufacturing purpose







Supermicro C9Z2390-CG/CGW Motherboard User’s Manual

Notes
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Chapter 2

Installation

2-1 Installation Components and Tools Needed

Screws

“ Q

Phillips-Head Screwdriver

Intel® LGA 1151 Processor

O

DDR4 DIMMs

PC Chassis

Heatsink with Fan

SATA Hard Disk Drive
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2-2 Static-Sensitive Devices

Electrostatic-Discharge (ESD) can damage electronic components. To
avoid damaging your system board, it is important to handle it very
carefully. The following measures are generally sufficient to protect your
equipment from ESD.

Precautions

e Use a grounded wrist strap designed to prevent static discharge.

e Touch a grounded metal object before removing the board from the
antistatic bag.

e Handle the board by its edges only; do not touch its components,
peripheral chips, memory modules, or gold contacts.

e When handling chips or modules, avoid touching their pins.

e Put the motherboard and peripherals back into their antistatic bags
when not in use.

e For grounding purposes, make sure your computer chassis provides
excellent conductivity between the power supply, the case, the mount-
ing fasteners, and the motherboard.

e Use only the correct type of onboard CMOS battery. Do not install the
onboard battery upside down to avoid possible explosion.

Unpacking

The motherboard is shipped in antistatic packaging to avoid static dam-
age. When unpacking the board, make sure that the person handling it
is static protected.
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Processor and Heatsink Installation

Attention! When handling the processor package, avoid placing
direct pressure on the label area of the fan.

@ Important:

Load Plate

Always connect the power cord last, and always remove it before
adding, removing, or changing any hardware components. Make sure
that you install the processor into the CPU socket before you install
the CPU heatsink.

If you buy a CPU separately, make sure that you use an Intel-certified
multi-directional heatsink only.

Make sure to install the system board into the chassis before you
install the CPU heatsink.

When receiving a server board without a processor pre-installed, make
sure that the plastic CPU socket cap is in place and none of the socket
pins are bent; otherwise, contact your retailer immediately.

Refer to the Supermicro website for updates on CPU support.

Installing the Processor

Press the load lever to release the load plate, which covers the CPU
socket, from its locking position.

Load Lever
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2. Gently lift the load lever to open the load plate. Remove the plastic
cap.

3. Use your thumb and your index finger to hold the CPU at the North
center edge and the South center edge of the CPU.

North Center Edge

South Center Edge

4. Align the CPU key (the semi-circle cutouts) against the socket key.
Once it is aligned, carefully lower the CPU straight down into the
socket. Do not drop the CPU on the socket, or move it horizontally
or vertically

2-4
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5. Do not rub the CPU against the surface or against any pins of the
socket to avoid damaging the CPU or the socket.

6. With the CPU inside the socket, inspect the four corners of the CPU
to make sure that the CPU is properly installed.

7. Close the load plate with the CPU inside the socket. Gently push
the load lever down to the lever locks.

CPU properly
installed

Load lever locked into
place

Make sure that it is properly inserted into the CPU socket before
closing the load plate. If it doesn't close properly, do not force it as
it may damage your CPU. Instead, open the load plate again and
double-check that the CPU is aligned properly.

% Note: You can only install the CPU inside the socket in one direction.
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Installing a CPU Heatsink

1. Apply the proper amount of thermal grease to the heatsink.

2. Place the heatsink on top of the CPU so that the four mount-
ing holes on the heatsink are aligned with those on the retention

mechanism. Tighten the screws in the following order:

NN

Screw #3

Screw #4

3. Once the screws are tightened, plug the power cord into the

CPU_FAN1 connector.

Note: Screw #1 is not shown in the illustration.

\ Note: Graphic drawings included in this manual are for reference
only. They might look different from the components installed in

your system.
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Removing a Heatsink

Warning: We do not recommend that the CPU or the heatsink be removed.
However, if you do need to remove the heatsink, please follow the instruc-
tions below to uninstall the heatsink to avoid damaging the CPU or other
components.

1. Unplug the power cord from the power supply.
2. Loosen the screws in the order below.

3. Gently wiggle the heatsink to loosen it. Do not use excessive force
when wiggling the heatsink.

Screw #3

4. Once the heatsink is loosened, remove it from the motherboard.

% Note: Screw #1 is not shown in the illustration.
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2-4 Installing DDR4 Memory

modules.

Attention! Exercise extreme care when installing or removing

\ Note: Check the Supermicro website for recommended memory
! DIMM modules to prevent any possible damage.

DIMM Installation

]
1. Insert the desired number of , - ,
DIMMs into the memory slots, T LI E [ﬁ
starting with DIMMA2, then DF*G z
DIMMB2, DIMMA1, and DIMMBL1. '

For the system to work properly,
please use the memory modules
of the same type and speed.

EEay

2. Push the release tab outwards
on the end of the DIMM slot to
unlock it.

3. Align the key of the DIMM mod-
ule with the receptive point on the
memory slot.

4. Align one end of the DIMM mod-
ule to the receptive point on the
stationary end of the slot, and the
other end of the DIMM to the lock-
ing end of the slot. =

Notches

5. Press down on the stationary end of
the slot first, then the locking end

until the module snaps into place.
Release Tab

6. Press the release tab to the lock
position to secure the DIMM module
into the slot.

Press down on the
stationary end first,
L then the locking end.

Removing Memory Modules

Reverse the steps above to remove the
DIMM modules from the motherboard.
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Memory Support

DIMMB2
DIMMB1

DIMMA2

DIMMA1

@ Towards the CPU

The C92390-CG/CGW supports up to 128GB (available only for selected
9th Gen processors) of Unbuffered (UDIMM) non-ECC DDR4 memory
with speeds of up to 3733+MHz (OC) in four 288-pin memory slots.
Populating these DIMM modules with a pair of memory modules of the
same type and size will result in interleaved memory, which will improve
memory performance.

Note: Be sure to use memory modules of the same type, speed,
and frequency on the motherboard. Mixing of memory modules of
different types is not allowed.
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Memory Population Guidelines

When installing memory modules, the DIMM slots should be populated in
the following order: DIMMA2, DIMMB2, then DIMMA1, DIMMB1.

e Always use DDR4 DIMM modules of the same size, type, and speed.

e Mixed DIMM speeds can be installed. However, all DIMMs will run at the
speed of the slowest DIMM.

LVINNIA
CVYININIA
laNnIa
cainnia

5
=
o
=
a
(%]
t
>
I}
0
o
c

R ded One DIMM
mmen
€co e. € Two DIMM
Population
Four DIMM




Chapter 2: Installation

2-5 Motherboard Installation

All motherboards have standard mounting holes to fit different types of
chassis. Make sure that the locations of all the mounting holes for both
motherboard and chassis match. Although a chassis may have both plas-
tic and metal mounting fasteners, metal ones are highly recommended
because they ground the motherboard to the chassis. Make sure that the
metal standoffs click in or are screwed in tightly. Then use a screwdriver
to secure the motherboard onto the motherboard tray.

Tools Needed

.— W

Phillips Screwdriver (1) Phillips Screws (9) Standoffs (9)
Only if Needed

JL

venNOIORI
ovas MNOD-06€Z60
¥IdNS

SHED

M60000000060 E
#|oooo0o000000

Location of Mounting Holes

Attention! 1) To avoid damaging the motherboard and its compo-

e nents, please do not use a force greater than 8 Ib/inch on each mount-
ing screw during motherboard installation. 2) Some components are
very close to the mounting holes. Please take precautionary measures
to avoid damaging these components when installing the motherboard
to the chassis.




Supermicro C9Z2390-CG/CGW Motherboard User’s Manual

o

N

®

Installing the Motherboard
Install the I/O shield into the back of the chassis.

Locate the mounting holes on the motherboard. (See the previous
page.)

Locate the matching mounting holes on the chassis. Align the
mounting holes on the motherboard against the mounting holes on

the chassis.
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Install standoffs in the chassis as needed.

Chassis &

Install the motherboard into the chassis carefully to avoid damaging
other motherboard components.
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Using the Phillips screwdriver, insert a Phillips head #6 screw into a
mounting hole on the motherboard and its matching mounting hole
on the chassis.

Repeat Step 6 to insert remaining screws into all mounting holes.

Make sure that the motherboard is securely placed in the chassis.

\ Note: Images displayed are for illustration only. Your chassis

or components might look different from those shown in this
manual.




Chapter 2: Installation

2-6 M.2 Installation (optional)

Two M.2 (M-key) connectors are supported by the C92390-CG/CGW. M.2
devices are used for solid state storage and internal expansion. Follow
the steps below in order to install an M.2 device.

1) Locate one of two standoffs.
Remove the standoff and screw
and set them aside.

2) Plug the M.2 device into the M.2
connector and lower the semi-cir-
cle notched end onto the standoff.

3) Replace the screw and tighten
to secure the M.2 device into
place. Do not over-tighten so as
to avoid damaging the M.2 device.
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2-7 Connectors/1O Ports

The I/0 ports are color coded in conformance with the industry standards.
See the figure below for the colors and locations of the various I/O ports.

I/O Back Panel
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A | PS/2 Keyboard/Mouse G | RJ45 1Gbit LAN 1 M | Center/LFE Out

B | USB 3.1 Gen 1 Port 2 H | USB 3.1 Gen 2 Port 4 (Type A) N | Surround Out

C | USB 3.1 Gen 1 Port 3 I USB 3.1 Gen 2 Port 5 (Type C) O | SPDIF Out

D | DisplayPort 1.2 Port 1 J RJ45 10Gbit LAN 2 P | Line In

E | DisplayPort 1.2 Port 2 K [ USB 3.1 Gen 2 Port 6 Q | Line Out

F | HDMI 1.4b Port L USB 3.1 Gen 2 Port 7 R | MicIn
C9Z390-CG/CGW/
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Universal Serial Bus (USB) Ports

Four USB 3.1 Gen 2 ports (USB 4/5/6/7; USB 4: Type A, USB 5: Type
C), and two USB 3.1 Gen 1 (USB 2/3) ports are on the I/O back panel.
In addition, one USB 2.0 header (USB 0/1), one USB 3.1 Gen 1 header
(USB 8/9), and one USB 3.1 Gen 2 Type C header (USB 10) are located
on the motherboard to provide front chassis access using USB cables (not
included). Refer to the tables below for pin definitions.

Front Panel USB 0/1 (2.0)
Pin Definitions

Pin# Definition

2 +5V

4 USB_PN3
6 USB_PP3
8 Ground

10 Ground

Back Panel USB 2/3 (3.1 Gen 1), USB 4/5,
6/7 (3.1 Gen 2) Pin Definitions
Pin# Definition  Pin# Definition Pin# _Definition
1 | +s5v 5 | +sv 1| 8y
2 |usBPN1 |6 | usB_PNO 3 | USB_PN2
3 |userPpi |7 |use Ppo 5 || WSR2
4 Ground 8 Ground 7 Ground
9 Key
Front Panel USB 8/9 (3.1 Gen 1)
Pin Definitions
Pin# Pin# | Signal Name Description
1 19 VBUS Power
2 18 StdA_SSRX- SuperSpeed Receiver
3 17 StdA_SSRX+ | Differential Pari
4 16 Ground Ground of PWR Return
5 15 StdA_SSTX- SuperSpeed Transmitter
6 14 StdA_SSTX+ Differential Pair
7 13 GND_DRAIN Ground for Signal
Return
8 12 D- USB 2.0 Differential Pair
9 11 D+
C9Z390-CG/CGW/

A. USB 2
B. USB 3
C. UsB 4
D. USB 5
E. USB 6
F. USB 7
G. USB 0/1
H. USB 8/9







